North
-90% of pollutants are delivered in the runoff from the first 1"of rainfall.
-Stormwaterpractices are usually designed to treat the first inch (+ or -) of rainfall.
-Treating the "first flush"reduces temperature, nutrients, fecal coliform, and protects stream channels www.bae.ncsu.edu/stormwater
Low Impact Development (Benefits) •"Bioretention in a Box"
•Vegetative uptake of stormwater pollutants
•Pretreatment for suspended solids
•Aesthetically pleasing
•Reduction of peak discharge rate
•"Bioretention in a Box"
•Aesthetically pleasing •Roadside swales (country drainage) for lower density and small-scale projects;
•For small parking lots;
•Mild side slopes and flat longitudinal slopes;
•Provides area for snow storage & snowmelt treatment
•Roadside swales (country drainage) for lower density and small-scale projects;
•Provides area for snow storage & snowmelt treatment City of XXXXX-Article II: "Streets Generally"
Any area to be paved, stabilized, or otherwise made impervious to storm water which shall exceed 2500 square feet shall be so graded that stormwateris collected at a low point at least 10 feet behind the property line and conducted through underground pipes of sufficient size to the nearest storm drain, provided the nearest storm drain is within one block or 500 feet of the abovementioned point…it will be permissible to drain the low spot by installing pipes through the curb and discharge into the gutter.
www.bae.ncsu.edu/stormwater
City of XXXXX-Article II: "Streets Generally"
City of XXXX-Subdivision Ordinance, Sidewalks, Walkways, and Bikeways.
Sidewalks shall be required to be constructed in the following circumstances:
(1)On a minimum of one side of the right-of-way of all thoroughfares such as freeways, expressways, arterials, or collector streets which are adjacent to property to be developed;
(2)On each side of the right-of-way…if the subdividerintends to construct any portion of the thoroughfare as access to his development;
www.bae.ncsu.edu/stormwater
(3) On each side of the right-of-way of all local streets extending through the property to be developed.
(c) The subdivision review board may exempt sidewalk installation in specific cases upon finding that sidewalks are unnecessary for the protection of public safety or welfare due to conditions of the particular site.
www.bae.ncsu.edu/stormwater Subdivision Ordinance, Streets.
…Any street designated as a public street shall be designed and constructed in accordance with the "Minimum Construction Standards for Subdivision Roads"set forth by the State Department of Transportation, Division of Highways, except that the right-of-way for all streets without curb and gutter shall be at least 60 feet and the pavement width shall be at least 20 feet.
…Any street designated as a public street shall be designed and constructed in accordance with the "Minimum Construction Standards for Subdivision Roads"set forth by the State Department of Transportation, Division of Highways, except that the rightof-way for all streets without curb and gutter shall be at least 60 feet and the pavement width shall be at least 20 feet. 
